
VERTICAL FOLDABLE 
WITH 500 KG 
LOAD CAPACITY

 C 500 VAN FLEX
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PALFINGER TAIL LIFTS GmbH
Fockestraße 53
27777 Ganderkesee
Germany
www.palfinger.com

C 500 VAN
a (mm) Q (kg)

600 500
700 430
820 360

1,120 260

C 500 VAN FLEX
VERTICAL FOLDABLE

- Innovative platform support with step

- Illuminated license plate holder as standard

- Removable ball head coupling optionally available

- Roll-off safety devices (max. 2 x 450 mm) optionally available

- 600 kg load capacity available on request

- Individual mounting kits for all common panel vans

- Quick and easy mounting

- Access to the rear door of the vehicle at any time

- Cylinders integrated in the lifting mechanism

- Drive-over plate as standard

C 500 VAN FLEX

LASTDIAGRAMM WEIGHTS

TECHNISCHE DATEN

DIMENSIONS

AVAILABLE FOR

Some of the tail lifts shown contain special customer-specific equipment. Country-specific regulations must be observed when installing tail lifts. Dimensions are not binding. Subject to technical changes, 
errors and translation errors.

•  Mercedes-Benz Sprinter (906 / 907)
•  Volkswagen Crafter und MAN TGE
•  Iveco Daily
•  Citroen Jumper  / Fiat Ducato / Peugeot Boxer
•  Ford Transit
•  Renault Master / Opel Movano / Nissan NV 400
•  Weitere Fahrzeugtypen auf Anfrage

Platform type Wide (mm) Height (mm) Weight (kg)    
Aluminium 1400 1575* from 160
Plattform gefaltet 690
                   * Optional btill1850 mm

Load capacity 500 kg (600 optional)
Tripod tube 120 x 80 mm
Hoist drive 1 x lifting cylinder / 1 x tilting cylinder
Steer gauge 510 mm
Load center of gravity in longitudinal direction 600 mm
Load center of gravity in transverse direction 100 mm outside center,50% of nominal load one-sided
Angle of inclination of the platform +90° to -10

Handlebar lengths (in mm) 500
H (max.) loading height unloaded* 780
H (min.) Loading height loaded* 450
F (max.) center of stand tube to top edge of loading floor 340
K (min.) for dimension F (max.) 546
D (min.) Minimum installation dimension 814 (926)

* Vehicle-dependent


